
The Dust Free® Work Shop
Air Cleaners are designed

with flexibility in mind, making it
perfect for many different
applications. 

The units employ high velocity
blowers that are capable of
cleaning the air in large rooms
and spaces. Pre-filters and V-
Bag main filters are used to
ensure that the air is cleaned to
OSHA standards.  The Series
1500 is also available with
charcoal filters for odor control. 

Each unit is constructed of high
quality galvanized steel and has
a 5-year limited warranty.

Powerful Work Shop Air Cleaners!
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Available with
variable speed
controller and
Change Filter
indicator.

Designed to be
installed where
you need it.Unpainted Galvanized

steel cabinet resists
corrosion.

4-way directional air
louvers allow you to
adjust air flow to
your needs.Series 1500
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l Quiet, high velocity
blower and dual
stage air filtration.

l Permanent or
disposable filters.

l Industrial grade steel
construction.

l 4-way directional air
flow louvers.

l Compact size.
l AVK nuts factory

installed for hanging.
l Optional variable

speed controller and
change filter
indicator.

l 8 ft power cord.

l Cleans up to a 1400
sq. ft. space six
times per hour.

l Filters common
indoor pollutants.

l Long filter life.
l Easily placed where

it's needed most.
l Easy maintenance.
l Air flow can be

directed toward the
work area.

l Can be hung from
the ceiling or
mounted to a wall.

l Work Shops
l Welding Shops
l Wood Shops
l Mail Centers
l Body Shops
l Copy Centers
l Warehouses
l Factory Sites
l Veterinary Clinics
l Machine Shops
l Print Shops
l Many More

Air Cleaners

See this product
on the net

www.dustfree.com



Dust Free®, Inc. warrants this products
cabinet and electrical components to be
free from defects in materials and
workmanship for a period of Five(5)
years from the date of purchase by the
original owner. (Excluding filter.)

DISPOSABLE PRE-FILTER(STANDARD)
Disposable 30% ASHRAE filter. Extends
life of main filter.
ELECTROSTATIC PRE-FILTER(OPTIONAL)
Permanent 95% arrestance filter, extends
life of main filter.

65% MAIN FILTER(STANDARD)
6-Pocket, V-Bag filter, 65% ASHRAE

95% MAIN FILTER(OPTIONAL)
6-Pocket, V-Bag filter, 95% ASHRAE

CHARCOAL FINAL FILTER(OPTIONAL)
14 lb. disposable activated charcoal filter
for odor control. 

The Dust Free® work shop air cleaner
systems are designed to capture
particles from the air under extreme
conditions.  All systems employ a dual-
stage filtration method using a pre-filter
and a V-Bag main filter. An optional
charcoal filter for the Series 1500 will
remove up to 200 odors.

The air cleaners can be hung from a
ceiling or set on a table or saw horses.
This flexibility allows them to be placed
near the source of the contamination.

The units are constructed of 20-gauge
galvanized steel and are durable enough
to withstand the rigors of a work shop.
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DIMENSIONS

EASE OF OPERATION WARRANTY

DISTRIBUTED BY:

GENERAL DESCRIPTION SPECIFICATIONS

Dust Free®, Inc.
PO Box 519
Royse City, TX 75189

The Dust Free® Series 1500 air cleaner is
simple to operate and requires little
maintenance. Simply plug in the power
and turn it on. No tools are required to
change the filtration media in the unit. 

©2000 Dust Free, Inc.     Part No. 210507-00 Rev.2B
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Optional Adsorbent Filter

V-Bag  Main Filter

Pre-filter

Air Cleaners

INSTALLATION

Specifications subject to change.

The unit can be placed on a table,
mounted to a wall, or hung from the
ceiling. The unit has four AVK nuts
pre-installed on the top surface.
Hanging the unit from the ceiling
requires 1/4 - 20 eye bolts and cable
or chain. Install the unit 15 feet or
less above the floor.

DIMENSIONS:

46.5"L x 20"W x 15.25"H
(118 x 50.8 x 38.7 cm)

WEIGHT:

Installed   110 lbs.(49.9kg) 
Shipping 140 lbs.(63.5kg)

MOTOR:

Standard 1/2 HP, 100/120V, 50/60 Hz,
1PH,  

Optional 1/2 HP, 100/120V, 50/60 Hz,
1PH, Spark Resistant.

1/2 HP, 208/220/230V,
50/60Hz, 1PH. 

OPTIONAL:

Variable Speed Controller,
Change Filter Indicator Light,
Magnahelic Gauge, 220V
power cord. 

AIR FLOW PERFORMANCE

1325 CFM Optional configuration.
Electrostatic pre-filter and
65% ASHRAE V-bag.

1190 CFM Optional configuration.
Electrostatic pre-filter and
95% ASHRAE V-bag.


